
ACF R-TANK DOUBLE MODULE SYSTEM 

TOTAL RAINTANK VOLUME:       E 

TOTAL DETENTION VOLUME:    F 

EXCAVATION 
LINE 

24” 

24” TYP 
 

GRADE: 

FREE DRAINING BACKFILL 
(CLEAN BANKSAND TYPICAL) 
COMPACTED TO 95% 
MODIFIED PROCTOR DENSITY.   

METALIZED TAPE AT 
CORNERS (TYP) 

INLET PIPE            
FL:  (G) 

DETAIL # 1 

SEE DETAIL #3 FOR 
PIPE CONNECTION 

FOR ADDITIONAL INFORMATION CONTACT CONSTRUCTION ECOSERVICES 

P: 832.456.1000 ● WWW.ECOSVS.COM ● F: 832.456.1010 
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PLAN VIEW 

PROFILE VIEW 

OPTIONAL GEOGRID FOR 
PAVEMENT APPLICATIONS 

12” 

3” 

OUTFALL         
FL: (H) 

INSPECTION PORT 

ACF R-TANK                                                          

UNDERGROUND RAINWATER HARVESTING SYSTEM 

A RAINTANK LENGTH 

B # TANK LONG 

C RAINTANK WIDTH 

D # TANKS WIDE 

E RAINTANK VOLUME 

F WATER VOLUME 

G INLET FLOWLINE 

H OUTLET FLOWLINE 

I TOP OF PAVING (Lowest) 

R-TANK SYSTEM WRAPPED IN                 
8 OZ NONWOVEN GEOTEXTILE 

R-TANK LOAD RATING: 34 PSI H-20 
LOAD WITH 18” MIN COVER 

45 MIL EPDM 
LINER 

SUMP DEPTH VARIES .  IT IS 
RECOMMENDED THAT PUMP 
INTAKE IS BELOW  TANK 
FLOWLINE.  SEE SUMP DETAIL 


