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Safety Precautions: 

The ScreenBox BMP filter should be installed only by trained individuals 

who are familiar with local traffic safety regulations and procedures. 

 

 

The ScreenBox BMP CB Filter System 
(P/N: 10495-X-000) 

    

Flat Washer, ¼” ID 
(P/N: 92141A029) 

Split Lock Washer, ¼” ID   
(P/N: 92146A029) 

SS Hex Nut, ¼-20 w/ 7/16” Hex 
(P/N: 91845A029) 

Carriage Bolt, ¼-20 x ¾” Lg. 
(P/N: 92356A540) 

 



Tools Required 

 
Stiff Brush 

 
7/16” Socket Wrench 

  

 

 

OR 

 



 

The ScreenBox BMP Installation Guide 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Be sure to follow proper road safety rules & regulations 
when working in the street. Begin by removing the grate 
from the inlet. CAUTION: Grates are extremely heavy. 
Some type of lifting mechanism is highly recommended. 
Carefully place the grate on the ground away from the 
work area. 

2. Measure and note the catch basin frame clear opening 
length, width and depth. Remove any obstructions or 
debris that will interfere with the installed ScreenBox 
BMP filter unit. If necessary, use a wire brush to remove 
caked on sediment from the grate support ledges. 

  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Prior to installing The ScreenBox BMP filter system, 
verify that all the hardware is present, and the unit is 
undamaged from shipping. Also confirm the proper 
installation tools are readily at hand. 

4. Using the clear opening measurements noted in step 2, 
loosen bolts as necessary and adjust the drop flanges to 
the required position and secure in place using a standard 
7/16” socket wrench. Do not overtighten bolts. Remove 
the adhesive tape backing and install the Corner Fillers. 

   



 

 

 

5. To complete the installation, carefully lower the 
ScreenBox BMP assembly into the storm drain and 
verify that the support flanges are securely resting on 
the storm grate support ledges. Reinstall the storm 
grate. 

6. For maintenance operations, please see the ScreenBox BMP 
Operations and Maintenance Guide. 
Additional Fabco product information is available on our 
website, www.fabco-industries.com 

  

 


