PROGRAMMABLE LOGIC FLOW CHART

smartBATCH gate closed in
vertical position (default)
and standing by
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Water Level sensor indicates
new water collection event
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12-Hour detention timer
begins and gate remains in
vertical position
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After 12-hour detention is complete, If additional water collection
smartBATCH immediately lowers event occurs (2nd rain),
gate to match current water level, smartBATCH continues with

then executes a topwater drawdown 12-hour detention timer
at a rate of 46 hours to 0" position uninterrupted

Once gate & water levels = 0"
gate remains at full-open
position for additional 2 hours

3

Drawdown complete
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smartPOND Elevations - Outlet Structure #1
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PROGRAMMABLE LOGIC FLOW CHART  TOP VIEW Parts List
Item smartBATCH Components
smartBATCH gate closed in 1 12 V SOLAR PANEL WITH 30 WATT CHARGING CAPACITY
vertl:zlolps‘i::loﬁ:g(dbe;aum 2 ANTENNA (NOT DISPLAYED)
‘ 3 CELL DATA MODEM (NOT DISPLAYED)
Water Level sensor indicates 4 CAMERA
new water collection event
‘ 5 WEATHERPROOF ELECTRONIC BOX
12-Hour detention timer 6 CONTROL BOX
begins and gate remains in
vertical position 7 PEDESTAL
A 8 REMOTE GREASE MANIFOLD
After 12-hour detention is complete, If additional water collection o) GREASE TUBES
smartBATCH immediately lowers event occurs (2nd rain),
gate to match current water level, smartBATCH con_tinugs with 10 GREASE FITTINGS
then executes a topwater drawdown 12-hour detention timer
at a rate of 46 hours to 0" position uninterrupted 11 3 " Galvanized Cables
12 24" Rotary Valve
Once gate & water levels = 0" "
gate remains at full-open 13 24" Drum
position for additional 2 hours 14 Outlet Pipe (Size TBD By Engineer, Max 24")
‘ 15 Inclinometer
Drawdown complete 16 Level Transducer
17 Beehive Grate
18 6" Concrete Pad (By Others, Size Varies)
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